
I/O DEVICES //  
Multifunctional stagebox, decentralized  
routing and I/O hub

AXIO



2  //  AXIO   MULTIFUNCTIONAL STAGEBOX 

AXIO 1 RU AXIO 2 RU AXIO 4 RU

Analog inputs

Count/connector 8 / XLR 3F-EMC 16 / XLR 3F-EMC 32 / XLR 3F-EMC

Type Balanced or unbalanced, floating, galvanically isolated

THD+N @ 24 dBu -110 dBFS (0.0003 %)

Dynamic range > 163 dB (0 Ω Source, A-weighted)

Equivalent input noise (dBu) < -127 dBu  (150 Ω source, 20Hz-20kHz, @ all gains)

Differential input impedance 10 kΩ/10 kΩ (P48 off/P48 on)

Common-mode rejection ratio (CMRR-IEC) @ 50 Hz > 130 dB (10 Ω source impedance imbalance)

Analog outputs

Count/connector 4 / XLR 3M-EMC 8 / XLR 3M-EMC 16 / XLR  3M-EMC

Type Balanced or unbalanced, floating, galvanically isolated

THD+N @ 24 dBu -106 dBFS (0.0005 %)

Dynamic range 132 dB (A-weighted)

Differential output impedance < 4 Ω	

Digital inputs

Type AES3 (with SRC)

Count/connector 2/Ethercon (AES72-10) * 2/Ethercon (AES72-10) *
2/XLR 3F-EMC

2/Ethercon (AES72-10) *
6/XLR 3F-EMC

Digital outputs

Type AES3		

Count/connector 2/Ethercon (AES72-10) * 2/Ethercon (AES72-10) *
2/XLR 3F-EMC

2/Ethercon (AES72-10) *
6/XLR 3F-EMC

Headphone output

Max. output level 8 VRMS (20 dBu)

Max. output power 500 mW

Dynamic range 124 dBA (A-weighted)

THD+N @ -2 dBFS 0.0006 %

Output impedance 0.7 Ω

Individual channel displays

Type High-resolution OLED (128 x 80 px)

Count 12 28 60

AXIO IS A HIGH-PERFORMANCE AoIP AUDIO DEVICE DESIGNED FOR PREMIUM-QUALITY AUDIO CONVERSION, ROUTING, AND MONITORING IN BROADCAST, 
LIVE AND STUDIO ENVIRONMENTS. AVAILABLE IN 8, 16, AND 32 CHANNEL CONFIGURATIONS, AXIO COMBINES WORLD-CLASS MICROPHONE PREAMPS, 
ULTRA-LOW LATENCY SIGNAL PATHS, AND SEAMLESS INTEGRATION WITH AES67/DANTE, MADI, AND AES3. EACH CHANNEL FEATURES FRONT-PANEL 
XLR CONNECTORS WITH INDIVIDUAL OLED DISPLAYS FOR LABELING AND STATUS INDICATION. GPIO CONNECTIVITY AND EXPANSION OPTIONS ENSURE 
MAXIMUM FLEXIBILITY FOR ANY APPLICATION, FROM COMPACT OB TRUCKS TO LARGE-SCALE PRODUCTION INFRASTRUCTURES.

INTRODUCING THE AXIO AUDIO DEVICES



3  //  AXIO   MULTIFUNCTIONAL STAGEBOX 

AXIO 1 RU AXIO 2 RU AXIO 4 RU

Main display High-resolution IPS/TFT (800 x 340 px), capacitive multitouch

Sample rates (kHz) 44.1 - 192		

DSP Input and output processing

Matrix size Up to 1024 x 1024

GPIO 10 in / 10 out, isolated, short-circuit protected

Control

Mangement port/connector 100/1000 Base-T / 2 RJ-45

AoIP

Type ST 2110, Dante, AES67

# of channels/streams or flows Up to 256 x 256 / 128 x 128

AoIP ports/connector 2 (P&S) /Ethercon
2 (P&S) / SFP cage (not for Dante)

Splits

Type Independent with virtual preamps (TrueMatch® III)		

# of virtual preamps Up to 256

# of splits 4

SoDA connectivity

Protocols Dual MADI (64 CH via SFP, redundant)
Vertical split infrastructure (VSI)
AXIO Loop

# of ports/connector 2 / cSFP cage

Expansion

# of bays n/a 1 2

# of channels n/a 128 x 128 @ 44.1 ... 192 kHz 256 x 256 @ 44.1 ... 192 kHz

Power supply

Dual redundant 100 - 240 V AC, 50/60 Hz

 20 -30 W 30 - 50 W 50 - 90 W

Mechanical data

Dimensions 19“ x 1 RU x 290 mm 19“ x 2 RU x 290 mm 19“ x 4 RU x 290 mm

Weight 4.5 kg 7.0 kg 9.0 kg

Unless otherwise stated, channel counts are equal for 48k or 96k, restrictions may apply for 192 k sampling rates. All specifications subject to change.
* Connector gender modified to 2 x XLR3F & 2 x XLR3M
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NEXUS modular NEXUS compact AXIO

NOW, IT‘S TIME FOR YOU TO DEFINE YOUR SYSTEM‘S FUTURE.

Each installation is unique, demanding a system that perfectly aligns with its specific composition. Our dedication to customized solutions ensures that 
every domain receives the ideal system assembly specification. Are you seeking a modular design that empowers you with adaptability and seamless 
growth? Or do you prefer the stability and simplicity of a fixed system? Why not consider a combination of both, harmonizing flexibility and permanence to 
suit your needs? With STAGETEC, our NEXUS networked audio matrix systems will serve as the reliable heartbeat of your installation.
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