


32 TrueMatch® III mic converters

Headphone jack

Touchscreen with meters

OLED connector displays

16 analog line outputs

12 AES3 I/O

ROUTING SYSTEM. UNIVERSAL STAGEBOX. SPLITTER.  
// FOR ANY DIGITAL CONSOLE.

WE ARE STAGETEC. FOUNDED AS A TECH COMPANY  

WHEN THE TERM DIDN‘T EVEN EXIST YET.

By this, we don‘t mean the “garage startup” cliché, but rather 

our mindset when STAGETEC started designing mixing 

consoles and audio distribution systems in 1993. We were and 

still are “digital natives” in our industry; early pioneers of digital 

consoles and networks. 

The key distinction lies in how we conceive our products. 

Rather than offering isolated solutions, all our developments 

are designed as parts of a unified system – one that maximizes 

ease of integration and enables nearly limitless expansion.

//	 Our heritage of the highest quality audio led to a more 		

	 elegant and precise digital audio solution

//	 NEXUS routing system and TrueMatch® mic converter 		

	 with 4-way splitter 

//	 Over 6000 NEXUS systems deployed globally 

//	 Case studies: Formula 1, Olympic Games, ESPN, BBC, 		

	 Berlin Philharmonic, Sydney Opera House, Mecca, etc.



Complex workflows can be simplified and easily managed on a fully redundant system. AXIO’s 32bit 
mic level conversion and distribution creates the ability to connect multiple console systems with 
independent gain for each console from any console. Gain for each of AXIO’s four mic splits is 
applied at the output to each console and control data follows internal patching within Stagenet, 
allowing each console operator to have their own independent mic split. 

SIMPLIFY COMPLEXITY // TAKE CONTROL.

AXIO IS A REDUNDANT 32BIT MIC LEVEL ROUTING SYSTEM WITH 164 DB 
DYNAMIC RANGE A/D.

Industry standard routing systems are 24bit and require analog gain.   
AXIO’s 32 mic level conversion and routing opens up a world of new 
possibilities, including: the ability to split inputs at mic level to multiple 
destinations, independent gain control from 3rd party consoles, and router 
switched virtual soundcheck. AXIO loop connects all AXIO devices into 
a single distributed routing matrix with embedded control via Stagenet, 
and a web based GUI hosted locally on the hardware, accessible from 

any web browser. AXIO loop eliminates the need for external format 
converters, bridges or sample rate converters. It allows you to connect 
up to ten AXIO devices with 320 channels of capacity at 96k with ultra-low 
latency.

AXIO’s unique FPGA based AoIP processing allows for seamless connection 
to AoIP devices in multiple formats from a single set of redundant RJ45 or 
SFP ports. Programmability of the port allows format updates and future 
format development eliminating the need for format related chip sets. 

AXIO // YOUR DECENTRALIZED ROUTER.

Dante

Yamaha

Other brand

Other brand

Dante

Red. MADI

ST-2110

Native control
(tbd.)

OSC control

Red. MADI

OSC control
 (tbd.)

Split A – FOH

Split B – Artist monitor AXIO loop

Split C – Band monitor

Split D – Broadcast

Playback

Record/virtual soundcheck
Wireless

REMI cloud
transmission

MADI or Dante
(w/switching)

MADI



64 x 3 channels           
Passive splitter

24 RU

128 mic in
32 line out
32 AES3 I/O
Gain sharing

20 RU

128 mic in
80 line out 
32 AES3 I/O
Gain sharing

22 RU

128 mic in
64 line out
64 AES3 I/O
Gain sharing

16 RU

COMPETITORS // 128 input 3–way split for FOH, monitors and broadcast

I/O total – 82 rack spaces

128 input 4–way split

AXIO – 16 rack spaces

128 mic in
64 line out
64 AES3 I/O
4-way split

16 RU

AXIO 8, 16, 32 with customizable OLED label displays  
over every connector 
	 8, 16, 32 TrueMatch® III mic converters 
	 4, 8, 16 line outs 
	 8, 16, 32 AES I/O

256 x 256 software definable redundant AoIP ports 
	 Support Dante, AES67, Ravenna, ST 2110-30/31 all on  
	 the same port

0,1,2 expansion slots 
	 BNC MADI – Redundant 128 x 128 @ 192k 
	 Optical MADI – Redundant 128 x 128 @ 192k 
	 AoIP w/ SRC – Redundant 128 x 128 @ 192k

10 GPIO

AXIO’s unique AoIP architecture allows for its onboard redundant ports to be software 
defined as multiple formats. Because STAGETEC is not relying on hardware, such as 
an Audinate Brooklyn III board to handle AoIP processing, the onboard ports can be 
Dante, AES67, Ravenna, ST 2110/30-3 with the press of a button.

Other formats can be added later through software updates using the same ports 
without the need for hardware upgrades or expansion cards.

LESS HARDWARE //  
LESS HANDLING. LESS SHIPPING COST. 

LESS CABLES.

SWITCH FORMATS // NOT SYSTEMS.

WITH AXIO, I DON’T HAVE TO WORRY ABOUT WHICH OUTPUT FORMAT 
THE VENUE IS RUNNING. DANTE TODAY, AES67 TOMORROW, ST‑2110 
ON THE NEXT TOUR — I CAN SWITCH EVERYTHING RIGHT ON THE 
DEVICE, NO HARDWARE SWAPS, NO EXTRA CARDS. FOR ME, THAT’S 
LESS GEAR TO HAUL AND WAY FEWER HEADACHES ON SHOW DAY.

Michael F.  |  Freelance audio engineer



Stagenet is STAGETEC’s universal orchestration software. Stagenet essential is native to each 
AXIO product. Stagenet is an HTML website hosted on the hardware, eliminating the need for 
app downloads, firmware conflicts and OS dependent versions. Accessible from any control 
port on the system, with multiple users and admin level hierarchy rights management.

•	 Object based device routing and a deeper level of I/O control and monitoring. 

•	 Stagenet allows the scopable recall and backup of system parameters, routes and 
	 labels with included system diagnostics. 

•	 Console connection setup defines I/O ports as consoles by relating mic split routing  
	 and control data.

Controlling AXIO’s mic gain from the console of your choice couldn’t be easier. 
The console control menu of Stagenet allows you to assign a console to each of 
the TrueMatch® converts four mic splits in the control native control protocol 
of each console. 

By linking control data to routing, Stagenet can automatically ensure that each 
console is controlling the correct mic input, even if each console is patched 
differently and routing is changed dynamically. 

•	 Native AXIO control – Yamaha Rivage and DM, Lawo HOME

•	 OSC – Other brands

•	 Ember+

STAGENET //  
NO APPS. NO CONFLICTS. NO COMPROMISE.

INDEPENDANT GAIN CONTROL 
ACROSS EVERY CONSOLE.



Redundant AoIP Ethercon ports

AXIO loop / MADI SFP ports

AES3 Ethercon to XLR breakoutAoIP SFP ports

Word clock I/O

10 x 10 GPIO D-Sub

Dual redundant PSUs

Variable speed cooling fans

RJ45 control ports

WANT THE FULL SCOOP? YOU CAN CHECK OUT ALL THE SPECS HERE.
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