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TECHNICAL SPECIFICATIONS

Key Features

Bidirectional conversion between SDI (up to 12G) and ST 2110 IP

Standard configuration: 8x 12G SDI or 16x 3G SDI I/O

ST 2110-10/20/21/30/40 and ST 2022-7 support

PTP synchronization for accurate A/V alignment and frame sync

Full NMOS IS-04/05 support for device discovery and connection management

Web-based control interface with real-time system status monitoring

Software-defined processing for future-proof scalability

Dual 100Gb data ports for high-throughput IP transport

3x 1Gb ports for management access

Redundant power supply for high reliability in mission-critical workflows

Technical Specifications

SDI I/O Up to 16x 12G-SDI or 32x 3G-SDI with optional cards, loop-through supported

IP throughput Up to 10x 4K 50P streams via single 100GbE

Video formats 1080 50i/50P/59.94i/60i/60P, 2160 50P/60P/59.94P

Protocols ST 2110-10/20/21/22/30/40, ST 2022-7

Synchronization PTPv2 and frame sync

Control NMOS IS-04/05, Web UI

Monitoring CPU, memory, and network status

Architecture X86 with embedded OS

Network ports 2x 100Gb (data), 3x 1Gb (management)

Redundancy Dual hot-swappable power supplies

Form Factor 2RU rackmount

The VL-IPG800 is a compact and high-performance SDI – ST 2110 IP gateway designed for broadcast and production environments transitioning from  
baseband to IP. It enables seamless, bidirectional conversion between SDI and ST 2110 IP streams, with support for compressed and uncompressed  
formats. Built on a robust X86 platform, it ensures 24/7 operation with low latency and full protocol compliance.
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